5" MAX
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17 MIN_—
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L, 2" MIN
) ENEER TIES-
GALVANIZED WIRE TIE
THREADED THRU ANCHOR TIE LOOPS
FOR EVERY 2 SQ FT OF STONE VENEER

TIES SHALL HAVE LEGS OF NOT LESS THAN

15 INCHES AND BE BENT TO LIE IN THE MORTAR
JOINT OF STONE VENEER. BEND ENDS AT

90 DEGREE ANGLE, 2" LONG. MIN.

)
\STONE VENEER
L\\\“—ANCHOR TIES—

GALVANIZED WIRE FORMED AS

] EXPOSED EYE PROJECTING 1/2” MIN BEYOND
FACE OF BACKING AND WITH 6” MIN LENGTH
AND LEGS BENT AT RIGHT ANGLES.

SPACING OF ANCHOR TIES SHALL BE

12" 0.C. MAX IN EACH DIRECTION. LAY
ANCHOR TIES IN MORTAR JOINTS OF
MASONRY WALLS.

CONCRETE OR
MASONRY WALL

STONE VENEER ANCHORS
CONCRETE OR MASONRY BACKING

THIS DETAIL AS SHOWN IS INTENDED TO ILLUSTRATE A GENERAL CONCEPT OR METHOD
OF CONSTRUCTION. DETAILS THAT SHOW DIFFERENT OR MODIFIED CONCEPTS OR
METHODS CAN BE OF EQUAL VALIDITY AND SHOULD NOT BE EXCLUDED FROM
CONSIDERATION.  THIS DETAIL SHALL NOT BE USED FOR CONSTRUCTION WITHOUT THE
APPROVAL AND SIGNATURE OF A LICENSED DESIGN PROFESSIONAL.

THE PERSON USING THIS DETAIL SHALL BE RESPONSIBLE FOR ITS COMPLETE DESIGN
AND PROPER APPLICATION.

FIGURE 42 STONE VENEER ANCHORAGE TO CONCRETE OR MASONRY



