BACKING:

CONSIDERATIONS FOR:

SUPPORT CAPACITY, TEMPERATURE
CHANGE, SHRINKAGE, CREEP,
DEFLECTION, WATER PENETRATION

DESIGNED FOR TWO TIMES

VENEER:

NO LOAD OTHER THAN
VENEER WEIGHT

—-=—— FOR ADHERED VENEER
OTHER THAN TILE, MASONRY,
STONE, TERRA COTTA OR
GLASS, UNITS NOT TO EXCEED
36" IN GREATEST DIMENSION
NOR 720 SQ IN TOTAL AREA,
NOR WEIGH MORE THAN

WEIGHT HORIZONTALLY

FOR ANCHORED VENEER, SUPPORTSH
AND TIES, COMBUSTIBLE AND
CORROSION RESISTANT

30’ ABOVE GRADE MAXIMUM

FOR WOOD FRAME BACKING
EXCEPT WITH SPECIAL PROVISION
FOR DIFFERENTIAL MOVEMENT

o

UNITS WEIGHING LESS THAN
3 LBS/SQ FT NOT LIMITED

/ 15 LBS/SQ FT (EXCEPTION:
IN DIMENSION OR AREA)

SUPPORT ON FOOTINGS,
FOUNDATIONS OR OTHER
INCOMBUSTIBLE SUPPORTS
AT MAXIMUM 12" O.C.
ABOVE 30’

WALL SECTION

THIS DETAIL AS SHOWN IS INTENDED TO ILLUSTRATE A GENERAL CONCEPT OR METHOD
OF CONSTRUCTION. DETAILS THAT SHOW DIFFERENT OR MODIFIED CONCEPTS OR
METHODS CAN BE OF EQUAL VALIDITY AND SHOULD NOT BE EXCLUDED FROM
CONSIDERATION.  THIS DETAIL SHALL NOT BE USED FOR CONSTRUCTION WITHOUT THE
APPROVAL AND SIGNATURE OF A LICENSED DESIGN PROFESSIONAL.

THE PERSON USING THIS DETAIL SHALL BE RESPONSIBLE FOR ITS COMPLETE DESIGN

AND PROPER APPLICATION.

FIGURE 34 VENEER DETAIL



